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1
VIDEO ENCODER, VIDEO DECODER,
METHOD FOR VIDEO ENCODING AND
METHOD FOR VIDEO DECODING,
SEPARATELY FOR EACH COLOUR PLANE

This application claims the benefit, under 35 U.S.C. §365
of International Application PCT/CN2010/000108, filed Jan.
25, 2010, which was published in accordance with PCT
Article 21(2) on Jul. 28, 2011 in English.

FIELD OF THE INVENTION

This invention relates to video encoding and video decod-
ing, wherein different colour planes are encoded/decoded
separately.

BACKGROUND

High-fidelity video coding tends to adopt RGB coding,
which directly reduces RGB inter-color redundancy without
external color space conversion. RGB coding is desirable for
high resolution (HD) and accurate definition of saturation and
hue. Several coding tools that support 4:4:4 format in RGB
color space have been developed to improve RGB-domain
4:4:4 video coding efficiency. E.g. “Residue Color Trans-
form”, ISO/IEC JTC1/SC29/WG11 and ITU-T Q6/SG16,
Document JVT-L025, July 2004 by Woo-Shik Kim, Dmitry
Birinov, and Hyun Mun Kim uses a residual color transform
for 4:4:4 RGB coding, which first does intra/inter prediction
to red (R), green (G) and blue (B) planes following the same
procedure as H.264/AVC, and then adopts YCoCg-R color
transform for the residual color transform. This has the dis-
advantage that a color residue transform generates much
color distortion.

Some methods have been proposed to avoid color distor-
tion resulting from the color space transform. The same
authors as above present in “Color Format Extension”, ISO/
IEC JTC1/SC29/WG11 and ITU-T Q6/SG16, Doc. JVT-
HO018, May 2003 and in “Inter-plane Prediction for RGB
Coding II,” ISO/AEC JTC1/SC29/WGI11 and ITU-T
Q6/SG16, Doc. JVT-J017, December 2003 an inter-plane
prediction (IPP) coding method for RGB coding. In this pro-
posal, intra/inter prediction is first done to the three color
components, and then the reconstructed G plane residue is
used as a predictor block for each R and B residue. Finally, the
predicted R residue and B residue follow the same coding
procedure of the existing JVT specification as the G residue
does. IPP coding avoids the color distortion resulting from the
color space transform as well as coding error propagation.
However, there are some cases where the correlation between
color components is decreased after inter/intra prediction. In
such cases IPP works poorly.

In another proposal, “Block Adaptive Inter-Color Com-
pensation Algorithm for RGB 4:4:4 Video Coding”, IEEE
Trans. Circuits and systems for video technology, vol. 18, no.
10, pp. 1447-1451, October 2008 by Byung Cheol Song, Yun
Gu Lee and Nak Hoon Kim presents a block-based inter-
colour compensation algorithm for removing inter-colour
redundancy on RGB colour planes for video coding. It defines
the correlation between colour planes within each coding
block as a linear model of a slope and an offset parameter,
codes the base colour plane block using the H.264/AVC stan-
dard, and then performs a weighted prediction to estimate the
other two colour blocks from the base colour plane block. It
uses a single common H.264 intra prediction to predict pixel
values for calculating the offsets in its defined linear model
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forall blocks ina B/R plane. However, this predictor accuracy
is often poor, and thus degrades linear prediction accuracy.

Further, Yong-Hwan Kim, Byeongho Choi, and Joonki
Paik propose in “High-Fidelity RGB Video Coding Using
Adaptive Inter-Plane Weighted Prediction” IEEE Trans. Cir-
cuits and systems for video technology, vol. 19, no. 7, pp.
1051-1056, July 2009 to use both intra-plane and inter-plane
correlation between G/B, G/R and B/R planes in a coding
block. For these two approaches, all of the sub-blocks within
each colour component block share a single slope value. This
is based on the assumption that the texture of a colour com-
ponent within a current block is homogeneous and strongly
correlated. However, for most coding blocks the texture
within a component block varies quite much.

SUMMARY OF THE INVENTION

It has been found that the coding efficiency in predicting a
component block, such as a macroblock, can be improved by
using individual slope and offset parameters for adaptive
segments of the component block, instead of using a single
slope parameter. The adaptive segments are determined by
edge detection, such that each segment has a more homoge-
neous or similar texture than the complete component block.

The present invention uses this recognition in that a base
colour plane is defined, texture segmentation is performed for
a picture unit of the base colour plane, wherein one or more
regions of relatively similar/homogeneous texture are deter-
mined within the picture unit, the texture regions are applied
to at least one of the remaining colour planes of the picture
unit, and each region of the remaining colour plane is linearly
predicted from its corresponding region in the base colour
plane. A picture unit or image unit is e.g. a block, a macrob-
lock (MB), a frame or a complete picture. In principle these
MBs can have any size or shape. Usually, a MB is square and
has 16x16 pixels. Note that “region” and “segment” are used
as equivalents herein.

In one aspect, a method for encoding video on image unit
level separately for each colour plane comprises steps of
selecting a base colour plane, encoding and reconstructing the
image unit’s base colour plane, performing texture segmen-
tation on the base colour plane of the reconstructed image
unit, wherein at least two texture segments are determined,
separating at least one of the other colour planes of the image
unit into texture segments, using the texture segments that
were determined for the base colour. Further steps are deter-
mining, for each of the texture segments or regions, a linear
correlation (in terms of luminance or intensity) between the
reconstructed base colour plane and the at least one other
colour plane, predicting pixels in a texture segment of said at
least one other colour plane of the image unit from pixels of
a corresponding texture segment of the image unit’s base
colour plane, based on said linear correlation obtained for the
respective texture segment, determining a residual (e.g. by
comparing the predicted pixels with the original pixels and
determining the difference as being a residual), and encoding
the residual and information defining the linear correlation.
Said correlation can be expressed by a weight factor and an
offset, but in principle, also other values can be used that
define the linear correlation.

The base colour plane can be selected for an image portion,
or for an image or an image sequence. In one embodiment, the
step of encoding the image unit’s base colour plane uses
predictive intra-coding. In another embodiment, the base
colour plane is encoded using inter-coding based on a recon-
structed previously encoded/decoded image.
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In another aspect, a video encoder for encoding colour
planes separately on image unit level (i.e. a macroblock, a
frame or a picture) comprises
a selector for selecting a base colour plane for an image unit,

an image or an image sequence,

acodec for encoding and reconstructing the image unit’s base
colour plane,

a segmentation unit for performing texture segmentation on
the reconstructed image unit’s base colour plane, wherein
at least two texture segments are determined,

a separator for separating at least one of the other colour
planes of the image unit into texture segments, wherein the
texture segments that were determined for the base colour
are used,

a correlator for determining, for each of the texture segments,
a (luminance or intensity) correlation between the recon-
structed base colour plane and the at least one other colour
plane, wherein values are obtained that define a linear
correlation,

apredictive coder having a predictor for predicting pixels in a
texture segment of said at least one other colour plane of the
image unit from pixels of the corresponding texture seg-
ment of the base colour plane, based on said values that
define a linear correlation and that were obtained for this
particular texture segment, and having a discriminator for
determining aresidual, e.g. a comparator for comparing the
original pixels of the other colour plane with the predicted
pixels and determining the difference as being a residual,
and

an encoder for encoding the residual and information that
defines the linear correlation.

In one embodiment, the codec for encoding and recon-
structing the image unit’s base colour plane performs intra-
coding.

In another aspect, a method for decoding video data being
encoded on image unit level separately for different colour
planes, wherein an image unit is e.g. a block, a macroblock, a
frame or a picture, comprises steps of
extracting from the encoded video data a first data block

comprising data of an encoded base colour plane of the

image unit,

extracting from the encoded video data a second data block
comprising data of an encoded second colour plane of said
image unit, and extracting from the encoded video data
correlation data defining weight factors and offsets of at
least two linear correlation functions,

intra-decoding the first data block, wherein a reconstructed
base colour plane is obtained,

performing texture segmentation on the reconstructed image
unit’s base colour plane, wherein at least two texture seg-
ments are determined,

separating at least a second colour plane of the image unit into
at least two texture segments, using the texture segments
that were determined for the base colour plane,

for each of the at least two texture segments of the second
colour plane, determining from said data defining a weight
factor and an offset an intensity correlation function
between the reconstructed base colour plane and the sec-
ond colour plane,

predicting each of the at least two texture segments of the
second colour plane from the respective texture segments
of the base colour plane, using the respective correlation
function determined for the segment, and

reconstructing the image unit of the second colour plane,
wherein residual data extracted from the second data block
are combined with said predicted texture segments of the
second colour plane.
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In one embodiment, the first data block that was extracted
from the encoded video data of the image unit comprises data
of an intra-coded base colour plane.

In another aspect, a video decoder for video data being
encoded on image unit level separately for different colour
planes, comprises
first extraction means for extracting from the encoded video

data a first data block comprising data of an encoded base

colour plane of the image unit,

second extraction means for extracting from the encoded
video data a second data block comprising data of an
encoded second colour plane of said image unit, and third
extraction means for extracting from the encoded video
data correlation data defining weight factors and offsets of
at least two correlation functions,

first codec for intra-decoding the first data block, wherein a
reconstructed base colour plane is obtained,

segmentation unit for performing texture segmentation on the
reconstructed image unit’s base colour plane, wherein at
least two texture segments are determined,

segmentation applying unit for separating at least a second
colour plane of the image unit into at least two texture
segments, using the texture segments that were determined
for the base colour plane,

determining unit for determining, for each of the at least two
texture segments of the second colour plane, from said data
defining a weight factor and an offset an intensity correla-
tion function between the reconstructed base colour plane
and the second colour plane,

prediction unit for predicting each of the at least two texture
segments of the second colour plane from the respective
texture segments of the base colour plane, using the respec-
tive correlation function determined for the segment, and

reconstructing unit for reconstructing the image unit of the
second colour plane, wherein residual data extracted from
the second data block are combined with said predicted
texture segments of the second colour plane.

In one embodiment, the first data block that was extracted
from the encoded video data of the image unit comprises data
of an intra-coded base colour plane, and the first codec com-
prises a decoder for intra-decoding.

Advantageous embodiments of the invention are disclosed
in the dependent claims, the following description and the
figures.

BRIEF DESCRIPTION OF THE DRAWINGS

Exemplary embodiments of the invention are described
with reference to the accompanying drawings, which show in

FIG. 1 exemplary correlation between R and G compo-
nents in a MB;

FIG. 2 texture segmented G, R and B colour planes of an
exemplary 16x16 MB;

FIG. 3 a block diagram of encoding;

FIG. 4 a flow-chart for encoding a B plane on MB level or
frame level;

FIG. 5 the structure of an encoder;

FIG. 6 the structure of an alternative encoder;

FIG. 7 the structure of a decoder; and

FIG. 8 the structure of an alternative decoder.

DETAILED DESCRIPTION OF THE INVENTION

Substantial texture redundancy exists among the GG, R and
B components of a picture, since the texture distribution in the
colour components is quite similar to each other. In most
occasions, the texture within a single block differs much, so
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that there always exist several different texture regions in a
block. Since e.g. the existing JVT specification divides a
frame into MBs and individually encodes each MB, we inves-
tigate the correlation between colour components on MB
basis. FIG. 1illustrates the inter-colour correlation between R
and G components at two exemplary MBs in a high definition
video frame (it is the 28,26 MB in the first frame of the
well-known “traffic” sequence). The R and G components of
this MB are highly correlated, following mainly one out of
two correlation groups c,,c,. The data within this MB is
mainly divided into two parts with different slopes, based on
different texture distribution. Besides, it can be seen that each
part has strong correlation between R and G components. The
present invention removes much of this texture redundancy
by using a base colour component to predict the other com-
ponents. The prediction may use separate weighted param-
eters for each texture region within a colour component dur-
ing an intra-coding phase. Thus, the invention avoids colour
distortion as generated by colour space conversion, removes
texture redundancy existing among the (usually three) colour
components, and fully uses the texture correlation of the
different colour components.

In the following embodiments, the present invention pro-
poses a texture based adaptive inter-colour prediction
approach to intra-frame coding for RGB 4:4:4 format, which
treats the green (G) component as base colour component and
predicts red and blue (R/B) components from the G compo-
nent. The prediction uses different weighting factors for dif-
ferent texture regions. The proposed scheme can be imple-
mented on different levels, e.g. the MB (16x16 pixel block)
level and the frame level. It is to be noted here that the
invention can also be used on other MB sizes, such as 8x16,
32x32, 64x64 etc. The picture unit should not be smaller than
8x8 pixels, since then the below-described segmentation
becomes too difficult.

In an embodiment, a G MB is encoded following the same
intra prediction method as used for MB level in the existing
JVT specification. After encoding and reconstructing the G
MB, the reconstructed G MB is then used to perform texture
segmentation, generating one or more texture regions. After
that, the R and B MBs are separated into the same texture
regions as the G component, and pixels in each texture region
are predicted from the pixels in the corresponding G texture
region. The prediction uses particular prediction weighting
factor that are determined individually for each texture
region.

In another embodiment, a G plane is encoded following the
same intra-prediction method as used for frame level in the
existing JVT specification. The reconstructed G plane (which
has frame size) is separated into an adaptive number of
regions, based on the texture distribution. After that, the R
and/or B planes (having frame size) are separated into the
same texture regions as the G plane. Then the pixels in a
texture region of an R/B block (of MB size) are predicted
from the pixels in the corresponding region of the G block (on
MB size).

That is, the texture segmentation may be performed on
various picture units, such as MBs or frames. It may use edge
detection and/or other well-known image analysis methods,
and generates or rather identifies one or more texture regions.

In the following, an embodiment of texture segmentation
on MB level is described. The colour components are exem-
plarily encoded in the order of G plane, B plane and R plane,
as in H.264/AVC. That is, G is the base colour plane. In other
embodiments, other sequence orders are possible. The base
colour plane, consisting of anumber of MBs, is in a first phase
encoded following the intra-prediction method specified in
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H.264/AVC. After that, texture segmentation is done to the
corresponding reconstructed G MB. Then the B plane, con-
sisting of the same number of MBs as the G and R planes, is
ready to be encoded. The corresponding B MB is selected as
current MB. When referring to “corresponding” pixels,
blocks, or MBs, we mean the pixels, blocks or MBs that have
the same coordinates as the current pixels, blocks or MBs.

The current B MB is then separated into texture regions, ie.
each pixel of the MB is associated with one region. This can
be implemented e.g. by marking the regions with different
region flags based on the different texture regions in the base
colour plane. E.g. if a current G MB was separated into K
regions after texture based segmentation, and each region was
marked by an identifier R, R,, . .., R;, as shown in FIG. 2a),
then in one embodiment shown in FI1G. 26) the corresponding
B and/or R MB is separated into the same regions. In other
embodiments the segmentation of the base colour plane is
used as basis for incremental improvements in one or more
other colour planes, which may require an additional simpli-
fied or complete texture analysis. In a simple embodiment, all
colour planes re-use the segmentation of the base colour plane
directly, such as the texture regions shown in FIG. 2¢). E.g. a
first region R, covers the same pixels in the G plane R, , the
B plane R, , and the R plane R;,.

The proposed prediction scheme can be implemented on
two or more levels alternatively, at least MB level (16x16
pixels) and frame level (frame size). FIG. 3 shows the block
diagram of some aspects of the proposed inter-channel pre-
diction architecture. E.g. G is selected as base colour plane,
and a G MB is intra-coded using common H.264 intra pre-
diction and then reconstructed. While the encoded MB is
passed to further encoding steps, such as DCT, the recon-
structed base colour plane is also input to texture based seg-
mentation 72, which results in the above-explained regions.
The texture based segmentation 72 gets as its inputa MB or a
full frame of the reconstructed base colour plane. In one
embodiment, a switch unit SW is provided for selecting
between different input portions. Then, the segmentation is
applied to the other colour planes B, R, for which then texture
based intra prediction is performed, as described below.

As mentioned above, the correlation between different
colour planes is considered to be approximately linear. It is
expressed by a linear relationship, which is used for linear
prediction. Such linear relationship has the general form

b=s*g+o

M

That means, the intensity of e.g. a blue pixel b can be
expressed by the intensity of the corresponding green pixel g
(which is a base colour plane pixel here), multiplied with a
slope s and having an additive offset 0. In encoding the blue
pixel, a prediction is performed from the base colour plane
with individual slope and offset values per region and pre-
dicted colour plane, e.g. s,, and o, for a blue plane region
denoted as “1”. The blue pixel is then encoded by determining
the residual, i.e. the difference between the predicted pixel
and the actual pixel. For reconstruction of the blue pixel, it is
sufficient to have the corresponding reconstructed base
colour pixel, the residual and the slope and offset of the
current segment.

Let b(i,j) and b, (i,j) be the intensities of the original blue
pixel and its predictor, respectively. The following linear
model is used to predict pixel values of the current B MB:

@

where g,..(i,)) is the reconstructed pixel of corresponding G
MB. Here, sz, and oz, denote the slope and offset parameters

by (i.))=Sp X8 ecll) 05,
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of the linear model for region, in the current B MB. The
residue energy J between the blue MB and its predictors is
defined as

regiong

J:ZJk

k=region;

Ji= Y 3 Bl p=byli, )
= > D10l )= (g, Xeclis 1) + 05,

with (i, j) & region,

©)

)

where I, is the residue energy between pixels and their pre-
dictors of region,, in the current blue MB. Minimized residue
energy J can be attained by minimizing each J,. By using
partial differentiation to minimize J,, optimal slope sz, and
offset o, are computed as

D1 ey ) = Fe) X (0l ) =) ®
(i./)regiony,
SBk =

(8rec(ls ) = Eroat)

G, f)eregion;,

0, =by =g, XZreck

where b, and g, are respectively the means or averages of
reconstructed green and blue pixels which belong to region,.

No information about the number of texture regions or
region borders of current blue MB needs to be transmitted to
the decoder, since the same segmentation process (and the
same region denomination algorithm) can be repeated on the
reconstructed base colour component at the decoder. But both
slopes and offsets of current blue MB seemingly need to be
transmitted to the decoder, because they are not available at
the decoder. In one embodiment, the slopes and offsets are
transmitted to the decoder.

In another embodiment, to save the coding bits for offsets
without degrading the accuracy of predictor, by, and g, are
employed instead of b, and g, ;, respectively. Here, %i and
ka is the mean value of pixel predictors produced by H.264
intra prediction of region, in current blue MB and corre-
sponding green MB. Therefore, to get b, H.264 intra pre-
diction has to be done before the proposed texture based intra
prediction is done to the current blue MB. Unlike the G block,
rate distortion optimization (RDO) is not needed for a B/R
block, since due to texture distribution similarity between G
and B/R component, it is supposed the B/R block uses the
same MB mode and intra prediction modes as the correspond-
ing G MB. So eq. (5) is rewritten as

Q)

OBk:(EHpk_SBngHpk)

Therefore, eq. (2) is redefined as

M
which is in one embodiment the linear model used to predict
a B component from a G component using the proposed
texture based inter-channel intra prediction.

Similarly, the predictor of a red component is obtained by:

®

The final residue can be obtained by calculating the difter-
ence between original pixels and its predictors calculated by
eq. (8). The following work after the intra-prediction is the
same as the process described in H.264. Generally, the intra-

b(ij ):SBngrec(iJ )+(prk_SBngHpk)

7, p(ixj):Skagrec(ixj )+(ka_Skangk)
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prediction process can be applied to the different non-base-
colour components sequentially or simultaneously.

Based on the above analysis, none of the MB type, intra
prediction mode, or model offsets of a B/R MB has to be
coded into the bit-stream, but only slopes of a B/R MB need
to be transmitted to the decoder, which saves lots of coding
bits. Here, offsets can be encoded into bits-stream as MB
layer information.

In the following, an embodiment for prediction on frame
level is explained. The proposed scheme on frame level is
similar with that on MB level, as described above, wherein
texture based segmentation is done to a base colour plane MB
before encoding corresponding MBs of the other colour
planes. On frame level, image segmentation needs to be done
to a reconstructed base colour frame (e.g. G frame) before
encoding the other colour planes. In FIG. 4b) the block size on
frame level is the frame size, and the slopes information of a
whole plane is encoded into the bits-stream as slice layer
information. The flow processes of encoding a non-base
colour plane (e.g. B plane) on MB level and frame level are
shown in FIGS. 4a) and 4).

In FIG. 4a) referring to MB level, the process begins with
a segmentation of a reconstructed MB of the base colour
plane (e.g. G plane). Then conventional H.264 intra predic-
tion is performed, wherein an encoding mode is determined
and used. For the corresponding B plane MB, the same encod-
ing mode is used as was determined and used for the G plane
MB. Then a texture based intra-prediction is done, as
described before, and the resulting residual is conventionally
encoded like in H.264/AVC. As a difference, also slopes are
written into the output bit-stream. In one embodiment, also
offsets are written into the bit-stream, while in another
embodiment, residual data defining the offsets are written
into the bit-stream, so that the offset can be generated at the
decoder. Then the process reverts to the next B plane MB.

FIG. 4b) shows a flow-chart of an encoding process on
frame level. After segmentation is done on the reconstructed
base colour plane (i.e. whole image of e.g. G plane), the
slopes are determined and written into the bit-stream. Each of
the slope values is valid for a region of the complete image.
Only then begins H.264 intra-prediction for the B plane,
wherein for each MB the same encoding mode is used as was
determined and used for the corresponding MB of the base
colour plane. Remaining steps are as described above.

Although in the above examples always the G plane is used
as the base colour plane, any colour plane can in principle be
selected as base colour plane. Also the selection of second and
third colour plane may be variable. An encoder comprises an
implicit or explicit selector for selecting a base colour plane
for an image unit, an image or an image sequence. That is, a
colour plane may be pre-defined by definition or by control
information (e.g. flag) to be the base colour plane, or one
colour plane may be adaptively selected to be the base colour
plane. Such adaptive selection analyzes 521,522 compares
the available colour planes, preferably on frame level or
sequence level, determines 523 a colour plane that has more
texture regions, objects or edges than the others, and selects it
as base colour plane, see FIG. 55). Another colour plane that
has less texture regions, objects or edges than the others is
selected as “last” colour plane. For example, in one embodi-
ment, a sequence that has a maximum of texture regions in the
red colour plane and a minimum of texture regions in the blue
colour plane can be encoded/decoded using R as base colour
plane, G as second colour plane and B as third colour plane,
with the B plane being predicted either from the R plane or
from the G plane. Respective indications of the colour plane
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sequence order are encoded in the video signal. For the next
sequence, the colour plane sequence order may be changed.

FIG. 5a) shows a first embodiment of an encoder according
to an aspect of the invention. The upper branch refers to the
base colour plane, which is G here. The base colour plane is
encoded in an encoder 51, and reconstructed in a reconstruc-
tionunit 52. While the encoded base colour plane g, .is ready
to be output, the reconstructed base colour plane is provided
to a segmentation unit 53 for performing texture segmenta-
tion on the reconstructed image unit’s base colour plane,
wherein at least two texture segments are determined. Then,
separators 545,54r apply the base colour plane segments for
separating the other colour planes of the image unit into
texture segments. In this applying, the texture segments that
were determined for the base colour are directly re-used in
one embodiment, or slightly modified in another embodiment
that requires some additional region information to be trans-
mitted (e.g. locations of pixels or pixel blocks that belong to
different regions in the different colour planes).

A correlator 55b,55r determines, for each of the texture
segments, a linear (luminance or intensity) correlation func-
tion between the reconstructed base colour plane and the
original other colour plane. The linear correlation can be
expressed by values that define it, such as slope and offset. In
FIG. 5a), three correlation functions corg,,corg,, corg, are
found for three segments of the blue plane, and each is char-
acterized by slope and offset parameters sz,S55, S53:951,0525
0g5. Similar results are obtained for the R plane. It is to be
noted here that a linear correlation is usually only an approxi-
mation, however it has been found good enough to improve
the prediction accuracy substantially.

Further, the encoder has a predictive coder 565,567 that
actually predicts pixels in a texture segment of the other
colour plane of a current image unit from pixels of the corre-
sponding texture segment of the base colour plane, and gen-
erates a residual picture. For the prediction, it uses the seg-
mented colour plane image (e.g. the B plane input image and
segment information for each MB), a correlation function per
segment for the prediction, or the values that were obtained
for this particular texture segment, and the reconstructed
image of the base colour plane as a prediction reference. In
one embodiment, the prediction for a particular segment is
performed based on the values that define a linear correlation
and that were obtained for this particular texture segment. In
one embodiment, the encoder has a discriminator for deter-
mining a residual, e.g. a comparator for comparing the origi-
nal pixels of the other colour plane with the predicted pixels
and determining the difference as being a residual. Further,
the encoder has an encoding unit 575,577 for encoding the
residual and information that defines the linear correlation,
€.2. S5, Dy ANd Bz

While the encoder shown in FIG. 5a) uses separate units for
each colour plane, some units may be used for two or more
different colour planes. The different colour planes may be
processed simultaneously or sequentially. Depending
thereon, some units or some modules within units may be
saved. FIG. 6 shows a second embodiment of an encoder,
where only one separator (multi-plane separator) 54 applies
the base colour plane segments for separating two colour
planes, a multi-plane correlator 65 performs the above-de-
scribed correlation for each of the texture segments in two
colour planes, a multi-plane predictive coder 66 predicts pix-
els in a texture segment of two colour planes and a multi-plane
encoding unit 67 encodes the residual and information defin-
ing the linear correlation.

In the following, a first embodiment of a decoder as shown
in FIG. 7 is described. A first step (not shown in FIG. 7) is
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determining a base colour plane, either by selecting a pre-
defined colour plane, looking-up the base colour plane in a
configuration setup or evaluating an identifier received
together with the video signal to be decoded. Thus, a base
colour plane selector may be employed implicitly, or it may
be an explicit unit. In this example, green G is the base colour
plane. The received base colour plane is decoded and recon-
structed in a decoding and reconstruction unit 71, as usual. In
one embodiment, the decoding and reconstruction unit 71 is a
conventional H.264/AVC intra decoder for a single colour
plane. The reconstructed base colour plane a g,,.. is output for
further processing steps, and is also divided into segments in
a segmentation unit 72.

The obtained segments are the same that were obtained in
the segmentation unit 53,63 on the encoder side, since the
same segmentation algorithm and segment denomination
algorithm is performed. In some embodiments, these algo-
rithms are pre-defined. In other embodiments, the segmenta-
tion algorithm is adaptive, and parameters for defining or
fine-tuning the algorithm are also received. Further, data
relating to the other colour planes are received. For each
colour plane, these data are at least residuals and parameters
$515552:553: 051:052:083 Sr1s Sg2sSp3:0r1:082:08s Of @ NUM-
ber of correlation functions. From these parameters, the
respective correlation functions corg;,c0rg,,C0r55,C0lg,,
COr'g,, COIg5 are re-configured in a correlation function gen-
erator 735,73, which determines the correlation functions
from the parameters. In one embodiment, the received residu-
als are decoded e.g. in optional entropy decoders 755,75r,
while in another embodiment the residuals require no explicit
decoding.

From the residuals, the base colour plane segmentation g,
and the correlation functions corg,, . . . ,corg,, the respective
colour planes are reconstructed segment by segment in a
reconstruction unit 765,767, using the respective correlation
function for each segment.

FIG. 8 shows a second embodiment of a decoder in which,
for the same reasons as explained above, processing units or
modules therein are shared between different colour planes.

In one embodiment, the segmentation map g, of the base
colour plane is used for both other colour planes br,,,, so that
only one segmentation map is required as input to the recon-
struction unit 86. In another embodiment, separate segmen-
tation maps b,,.r,., are used that may differ from each other,
as explained above.

In one embodiment, the video encoder has delay elements,
such as buffers, in order to delay the base colour plane output
such that it is temporally correlated with the output of the
other colour planes.

Similarly, in one embodiment, the video decoder has delay
elements, such as buffers, in order to delay the base colour
plane output such that it is temporally correlated with the
output of the other colour planes.

In several embodiments, the encoding of the base colour
plane uses intra-coding. In other embodiments, the encoding
of the base colour plane may use inter-coding, e.g. based on
base colour planes of other pictures. This may be earlier or
later frames, images of different views etc.

Some embodiments comprise a final step of combining the
encoded base layer and the one or more residuals into an
encoded video signal.

Each of the embodiments described herein, including the
following embodiments, can be used alone or in combination
with any one or more other of the embodiments (unless the
embodiments are different alternatives).

A decoder after decoding and reconstructing the base
colour plane performs the same segmentation as the encoder,
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and comes to the same result. In one embodiment, no explicit
segmentation information is therefore encoded or decoded.

In one embodiment, a predefined colour plane is used as
base colour plane in the selecting step. In one embodiment,
the predefined colour plane is the plane that typically includes
more texture information than the other planes, such as the
green (G) plane. In another embodiment, the base colour
plane is adaptively selected, and the selecting of the base
colour plane comprises texture analysis of at least two colour
planes. The texture analysis comprises determining (lumi-
nance, intensity or texture) correlation among corresponding
segments of the at least two colour planes.

In one embodiment, the other two colour planes of the
image unit are separated into the same texture segments (i.e.
segments with exactly the same coordinates) that were deter-
mined for the base colour. This simplification is applicable for
most images and has the advantage that the segmentation
needs to be done only for the base colour plane.

In another embodiment, the other two colour planes of the
image unit are separated into similar but not exactly the same
texture segments that were determined for the base colour.
This can be achieved e.g. by refinement segmentation for the
at least one colour plane that is not the base colour plane,
wherein the base colour segmentation serves as a start for
incremental improvements. Here, a higher compression rate
may be achieved on the cost of additional processing effort.

In one embodiment, two or more texture segments of the
base colour plane are combined into one for at least one of the
other two colour planes of the image unit, so that less texture
segments result than were determined for the base colour
plane.

In one embodiment, the correlator may determine only
linear correlations between the colour planes, and provides
values that define such linear correlation. In another embodi-
ment, the correlator may determine more complex correla-
tions between the colour planes, and provide values that
define such more complex correlation. In another embodi-
ment, the correlator may determine also one of different cor-
relation types, and additionally provide an indicator of the
correlation type.

In one embodiment, the weight factor and offset of said
correlation are obtained by minimizing the residue energy
between the base colour segment and the corresponding seg-
ment of the other colour plane. In another embodiment, other
methods are used for obtaining the weight factor and offset
for a colour plane, e.g. re-use of values obtained from a
temporally previous image, from an image of a different view
or the like. The latter two embodiments may be combined,
e.g. for different colour planes.

In one embodiment, each of the texture segments gets a
region identifier assigned, wherein corresponding texture
segments have the same region identifier. The region identi-
fier can be used to indicate to which segment a block of
encoded data in the output signal belongs.

In one embodiment, the information defining the weight
factor and the offset comprises a slope value, a predictor
bpigrr and a residual of the offset o5 ;. per colour plane,
wherein the offset is a prediction error based on said predictor
b 120 and the base colour. In one embodiment, the slope
value s, is included as layer control information, e.g. slice
layer information, in the case of slice level, frame level or
picture encoding.

In one embodiment, a first predictor g, is the mean value
of pixels in a reconstructed base colour texture segment, and
a second predictor by, is the mean value of pixels in the
corresponding texture segment of said other colour.
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In one embodiment, texture segmentation is done with an
edge detector and a simple region growing method. Any edge
detection method can be used, wherein better edge detection
results in a higher compression rate. In one embodiment, the
Sobel operator is used for edge detection.

In one embodiment, a macroblock (MB) has 16x16 pixels.
In another embodiment, a MB has more than 16x16 (or at
least more than 8x8) pixels, wherein MBs need not be square.

One advantage of the invention is that no region informa-
tion needs to be encoded or decoded, since the regions are
implicitly given by executing during encoding and decoding
the same texture segmentation on the reconstructed picture
unit, e.g. MB.

The invention can be used not only for video encoding and
decoding, but also in image demosiacing, a digital image
process used to reconstruct a full colour image from the
incomplete colour samples output from an image sensor,
overlaid with a colour filter array. Further, the invention can
be used for error concealment and data protection.

While there has been shown, described, and pointed out
fundamental novel features of the present invention as applied
to preferred embodiments thereof, it will be understood that
various omissions and substitutions and changes in the appa-
ratus and method described, in the form and details of the
devices disclosed, and in their operation, may be made by
those skilled in the art without departing from the spirit of the
present invention. Although the present invention has been
disclosed with regard to RGB colour planes, one skilled in the
art would recognize that the method and devices described
herein may also be applied to other types of colour planes that
contain spatial redundancy. It is expressly intended that all
combinations of those elements that perform substantially the
same function in substantially the same way to achieve the
same results are within the scope of the invention. Substitu-
tions of elements from one described embodiment to another
are also fully intended and contemplated.

It will be understood that the present invention has been
described purely by way of example, and modifications of
detail can be made without departing from the scope of the
invention. Each feature disclosed in the description and,
where appropriate, in the claims and/or drawings may be
provided independently or in any appropriate combination.
Features may, where appropriate be implemented in hard-
ware, software, or a combination of the two. Connections
may, where applicable, be implemented as wireless connec-
tions or wired, not necessarily direct or dedicated, connec-
tions. Reference numerals appearing in the claims are by way
of illustration only and shall have no limiting effect on the
scope of the claims.

The invention claimed is:

1. A method for video encoding separately for different
colour planes on an image unit level, wherein an image unit is
one of' a macroblock, a frame and a picture, comprising

selecting a base colour plane, encoding and reconstructing

the image unit’s base colour plane;

performing texture segmentation on the reconstructed

image unit’s base colour plane, wherein at least two
texture segments are determined;

separating at least one other colour plane of the image unit

into texture segments, using the texture segments that
were determined for the base colour plane;

for each of the texture segments, determining an intensity

correlation between the reconstructed base colour plane
and the at least one other colour plane, wherein a weight
factor and an offset are obtained;

based on said intensity correlation or said weight factor and

offset obtained for a texture segment, predicting pixels
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in the texture segment of said at least one other colour
plane from pixels of a corresponding texture segment of
the reconstructed base colour plane, and determining a
residual and

encoding at least information defining the weight factor

and the offset.

2. The method according to claim 1, wherein the encoding
of the base colour plane uses intra-coding.

3. The method according to claim 1, further comprising a
final step of combining the encoded base colour plane, the one
or more residuals and the information defining the weight
factor and the offset into an encoded video signal.

4. The method according to claim 1, wherein the weight
factor and offset of said correlation are obtained by minimiz-
ing the residue energy between the base colour segment and
the corresponding segment of the other colour plane.

5. The method according to claim 1, wherein the other
colour planes of the image unit are separated into the same
texture segments that were determined for the base colour.

6. The method according to claim 1, wherein the other
colour planes of the image unit are separated into similar but
not the same texture segments that were determined for the
base colour.

7. The method according to claim 1, wherein at least one of
the other colour planes of the image unit is separated into less
texture segments than were determined for the base colour,
wherein two or more texture segments of the base colour
plane are combined into one.

8. The method according claim 1, wherein the information
defining the weight factor and the offset comprises a slope
value and at least one predictor per colour plane, the predictor
being the mean value of pixel predictors as produced by intra
prediction of the picture unit of the respective colour plane.

9. The method according to claim 8, wherein the offset of
a colour plane is encoded by

O3, =(b =85, Wherein a first predictor is the mean

value of pixels 1n the reconstructed base colour segment
k, and a second predictor is the mean value of pixels in
the corresponding segment k of said other colour.

10. The method for decoding video data being encoded on
an image unit level separately for different colour planes,
wherein an image unit is one of a macroblock, a frame and a
picture, the method

extracting from the encoded video data a first data block

comprising data of an intra-coded base colour plane of
the image unit;

extracting from the encoded video data a second data block

comprising data of an encoded second colour plane of
said image unit, and extracting from the encoded video
data correlation data defining weight factors and offsets
of at least two correlation functions;

intra-decoding the first data block, wherein a reconstructed

base colour plane is obtained;

performing texture segmentation on the reconstructed

image unit’s base colour plane, wherein at least two
texture segments are determined;

separating at least a second colour plane of the image unit

into at least two texture segments, using the texture
segments that were determined for the base colour
plane;

for each of the at least two texture segments of the second

colour plane, determining from said data defining a
weight factor and an offset an intensity correlation func-
tion between the reconstructed base colour plane and the
second colour plane;

predicting each of the at least two texture segments of the

second colour plane from the respective texture seg-
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ments of the base colour plane, using the respective
correlation function determined for the segment; and

reconstructing the image unit of the second colour plane,
wherein residual data extracted from the second data
block are combined with said predicted texture seg-
ments of the second colour plane.

11. A video coder for encoding colour planes separately on
an image unit level, comprising

a selector module for selecting a base colour plane for an
image unit, an image or an image sequence,

a codec for encoding and reconstructing the image unit’s
base colour plane,

a segmentation module for performing texture segmenta-
tion on the reconstructed image unit’s base colour plane,
wherein at least two texture segments are determined,

a separator module for separating at least one of the other
colour planes of the image unit into texture segments,
wherein the texture segments that were determined for
the base colour are used,

a correlator module for determining, for each of the texture
segments, a correlation between the reconstructed base
colour plane and the at least one other colour plane,
wherein values are obtained that define a linear correla-
tion,

a predictive coder having a predictor for predicting pixels
in a texture segment of said at least one other colour
plane of the image unit from pixels of the corresponding
texture segment of the base colour plane, based on said
values that define a linear correlation and that were
obtained for this particular texture segment, and having
a discriminator for determining a residual, the discrimi-
nator comprising a comparator for comparing the origi-
nal pixels of the other colour plane with the predicted
pixels and determining the difference as being a
residual, and

an encoder for encoding the residual and information that
defines the linear correlation.

12. A video decoder for video data being encoded on an
image unit level separately for different colour planes, com-
prising

a first extraction module for extracting from the encoded
video data a first data block comprising data of an
encoded base colour plane of the image unit;

a second extraction module for extracting from the
encoded video data a second data block comprising data
of an encoded second colour plane of said image unit;
and

a third extraction module for extracting from the encoded
video data correlation data defining weight factors and
offsets of at least two correlation functions;

afirst codec for intra-decoding the first data block, wherein
a reconstructed base colour plane is obtained;

a segmentation module for performing texture segmenta-
tion on the reconstructed image unit’s base colour plane,
wherein at least two texture segments are determined;

a segmentation applying module for separating at least a
second colour plane of the image unit into at least two
texture segments, using the texture segments that were
determined for the base colour plane;

a intensity correlation determining module for determin-
ing, for each of the at least two texture segments of the
second colour plane, from said data defining a weight
factor and an offset an intensity correlation function
between the reconstructed base colour plane and the
second colour plane;

a prediction module for predicting each of the at least two
texture segments of the second colour plane from the
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respective texture segments of the base colour plane,
using the respective correlation function determined for
the segment; and

a reconstructing module for reconstructing the image unit
of the second colour plane, wherein residual data 5
extracted from the second data block are combined with
said predicted texture segments of the second colour
plane.
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